
TABLE 2

GROUNDWATER REMEDIAL ACTION
ROWE INDUSTRIES SUPERFUND SITE

SAG HARBOR, NEW YORK
____________________________________________

Effluent Water Quality Results

Dibromo- Methylene Dissolved
Date TDS PCE 1,1,1-TCA TCE 1,1-DCA 1,1-DCE 1,2-DCE Xylene Bromoform chloromethane Chloride Freon 113 Acetone Chloroform MTBE Total Iron Iron

Sampled 2/ pH 1/ (mg/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (ug/l) (mg/l) (mg/l)
SPDES Limits 5.0 to 8.5 --- 5 5 5 5 5 5 5 --- --- 5 --- 50 7 --- --- ---

6-Jul-11 5.4 114 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 3.98 0.142
12-Jul-11 5.1 115 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 1.85 0.099
19-Jul-11 5.3 71 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 4.16 0.070
25-Jul-11 5.3 58 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 ND<1.0 24.6 0.127

SPDES: State Pollutant Discharge Elimination System NM: Not Measured 1,1-DCA: 1,1-Dichlorothane
mg/l:  Milligrams per liter TDS: Total dissolved solids 1,1-DCE: 1,1-Dichloroethene
ug/l:  Micrograms per liter PCE: Tetrachloroethylene 1,2-DCE: 1,2-Dichloroethene
----:     Not established TCE: Trichloroethene MTBE: Methyl tert-butyl ether
J: Analyte detected below quantitation limits, value shown is a laboratory estimate.
B: Method blank contamination.  The associated method blank contains the target analyte at a reportable level.

Notes:
1.  Based on the SPDES criteria from an NYSDEC letter dated on May 11, 2006, the new allowable pH range for the Rowe Site is between 5.0 and 8.5.
     The pH was measured with a calibrated electronic pH meter.  Influent pH values from recovery wells typically range between 5 and 6.
2.  "Effluent" samples were collected from sample port labeled NP2-10 unless otherwise noted.
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GRAPH 1
GROUNDWATER REMEDIAL ACTION
ROWE INDUSTRIES SUPERFUND SITE

SAG HARBOR, NEW YORK
____________________________________________

Effluent Flow Data
(July 1, 2011 through July 31, 2011)
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Maintenance activities and down time account for the
variablity of the effluent flow during the month of
July.



APPENDIX I

JULY 2011 LABORATORY ANALYTICAL REPORTS

FOR FSP&T SYSTEM AND RECOVERY WELLS
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APPENDIX II

JULY 2011 LABORATORY ANALYTICAL REPORTS

FOR FP&T RECOVERY WELLS
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